
v

Penurunan Kadar Logam Cr (VI) Dalam Air Menggunakan Zeolit
ZSM-5 Terimpregnasi TiO2 Dengan Variasi Waktu Penyinaran UV

Faridah. Ana Hidayati Mukaromah. Ayu Rahmawati Sulistyaningtyas.

1. Program Studi DIII Analis Kesehatan Fakultas Ilmu Keperawatan dan
Kesehatan Universitas Muammadiyah Semarang

2. Laboratorium Kimia Fakultas Ilmu Keperawatan dan Kesehatan
Universitas Muhammadiyah Semarang

ABSTRAK

Logam Krom (VI) dalam bentuk kromat maupun dikromat sangat toksik yaitu
dapat menyebabkan kanker kulit dan saluran pernafasan (Sunardi, 2011). Menurut
Departemen kesehatan yang tertuang dalam Kep. Menkes RI Nomor
492/MENKES/Per/2010 bahwa air yang kita konsumsi setiap hari harus
memenuhi syarat kualitas air minum, kadar Cr (VI) maksimum untuk kepentingan
air minum maupun air bersih adalah 0,05 mg/L. Kadar Cr (VI) dapat diturunkan
dengan zeolit ZSM-5 terimpregnasi TiO2 berdasarkan variasi waktu penyinaran
UV dengan menggunakan metode fotodegradasi dan metode pengukuran
spektrofotometri. Jenis penelitian yang akan dilakukan adalah eksperimen. Objek
penelitian larutan Cr (VI) dengan konsentrasi 50 mg/L. Tujuan dilakukannya
penelitian ini adalah untuk mengetahui waktu optimum serta mengetahu pengaruh
penggunaan serbuk TiO2-ZSM-5 0,75%b/v pada penurunan kadar logam Cr (VI)
dalam air dengan varasi waktu penyinaran UV 15, 30, 45, 60, dan 75 menit. Hasil
Penelitian diperoleh Cr (VI) awal 51,28 mg/L. Hasil penelitian ini menunjukan
bahwa persentase penurunan kadar ion Cr (VI) dengan variasi waktu penyinaran
UV 15, 30, 45, 60, dan 75 menit berturut-turut adalah 17,01; 17,99; 18,99; 28,73;
dan 36,20%. Persentase penurunan kadar ion Cr (VI) tertinggi pada waktu
penyinaran UV 75 menit yaitu 36,20%, bahwa semakin lama waktu penyinaran
maka semakin tinggi persentase penurunan kadar Cr (VI) dan ada pengaruh
penambahan serbuk TiO2- ZSM-5 0,75% b/v berdasarkan variasi waktu
penyinaran UV terhadap persentase penurunan ion Cr (VI) dalam air.
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ABSTRACT

Metal chromium (VI) in the form of chromate and dichromate is very toxic that
can cause skin cancer and respiratory tract (Sunardi, 2011). According to the
Ministry of Health as stated in Minister of Health Republic of Indonesia Number
492 / Menkes / Per / 2010 that the water we provide every day must meet drinking
water requirements, maximum Cr (VI) for clean water or clean air by 0,05 mg / L.
Cr (VI) with zonolite ZSM-5 impregnated TiO2 based on variation of UV
irradiation time by using photodegradation method and spectrophotometric
measurement method. The type of research to be conducted is experiment.
Research object of Cr (VI) method with concentration 50 mg / L. The purpose of
this research is to know the optimal time and to know the effect of TiO2-ZSM-5
0.75% b / v powder in decreasing Cr (VI) with UV varation time of 15, 30, 45, 60,
and 75 minutes. The results of this study showed that Cr (VI) concentration of Cr
(VI) concentration with variation of UV 15, 30, 45, 60 and 75 minutes irradiation
time was 17.01; 17.99; 18.99; 28.73; and 36.20%. The highest decrease of Cr (VI)
ion content at 75 minutes UV irradiance was 36.20%, that the longer the
irradiation time, the higher the Cr (VI) error level and the effect of as little as
TiO2-ZSM-5 0,75% b / v depending on the variation of UV irradiation time on the
percentage decrease of Cr (VI) ions in air.
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